


Load cell construction

Double bending beam, all stainless steel,
hermetically sealed, welded, filled with inert

gas.
Material Body

Body 1.4122 (DIN 17440)
Bellow 1.4541 (DIN 17440)

Technical Data

Protection

100hrs.

Cable

robust, flexible, screened 4 x 0.34mm?

sheath: grey, PVC

diameter: D = 5.4mm

length: 3m

IP 67, DIN 40 050. The load cell can be
submerged in water to a depth of 1.5m for

Bending radius

fixed installation r = 60mm

with repeated bending r 2 150mm

D1 C3

Accuracy class 0.05 0.017 % E, .y
Minimum dead load lowest limit of specified measuring range Enin 0 0 % Epax
Maximum capacity highest limit of specified measuring range Enax s. table s. table
Max. side load (x) highest limit of static load in x-direction Liox 200 200 % E,o
Max. side load (z) highest limit of static load in z-direction L. 200 200 % E, ..
Min. LC verification interval  minimum load cell verification interval, v, = E,... [Y Y 2.778 11.111
Rated output relative output at nominal load C, 2 2 mV/V
Tolerance on rated output permissible deviation from rated output d. <(+1.0-0.1) <0.1 % C,
Zero output signal load cell output signal under unloaded condition Sin <10 <1.0 % C,
Repeatability error max. change in load cell output for repeated loading € < 0.03 < 0.01 % C,
Creep, during 30min. max. change in load cell output under nominal load de < 0.05 < 0.017 % C,
Non-Linearity max. deviation from best straight line through zero dy, < 0.05 <0.017 % C,
Hysteresis max. difference in load cell output when loading from dy, < 0.05 <0.018 % C,
Temperature effect on S, max. change of S,,/10K over B; K., < 0.05 <0.013 % C,/10K
Temperature effect on C max. change of C /10K over B, TK, < 0.05 < 0.008 % C,/10K
Input impedance between supply terminals R 350... 480 350... 480 Q
Output impedance between measuring terminals Ro 356 + 0.2 356 +0.12 Q
Insulation impedance between measuring circuit and housing at 100V, R >5.000 x 10° > 5.000x 10° Q
Recommended supply voltage to hold the specified performance B, 4..12 4..12 \
Max. supply voltage permissible for continuous operation without damage U ax 18 18 \
Nominal ambient temp. range to hold the specified performance B, -10... +70 -10... +70 °C
Usable ambient temp. range  permissible for continuous operation without damage B, -30... +70 -30... +70 °C
Storage temperature range  Transportation and storage B, -50... +85 -50... +85 °C
Vibration resistance resistance against oscillation (IEC 68-2-6 Fc) 10g, 100h, 10g, 100h,

10... 150Hz 10... 150Hz
Nominal deflection max. elastic deformation under nominal load Soom 0.3-04 0.3-04 mm

Definitions acc. to VDI [ VDE 2637
The technical data given here serve only as a product description and must not be interpreted as guaranteed characteristics in the legal sense.
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Order information
Nominal Load Version Max. usable load  Destructive load Packing Weight
Type E... (in % of E,.,,) (in % of E,..,) gross/net
PR6207/11 10kg D1/C3 150 > 300 280 x 160 x 90mm 0,9kg/0,5kg
PR6207/21 20kg D1/C3 150 > 300 280 x 160 x 90mm 0,9kg/0,5kg
PR6207/51 50kg D1/C3 150 > 300 280 x 160 x 90mm 0,9kg/0,5kg
PR6207/12 100kg D1/C3 150 > 300 280 x 160 x 90mm 0,9kg/0,5kg
PR6207/22 200kg D1/C3 150 > 300 280 x 160 x 90mm 0,9kg/0,5kg



Further options

Type Description Dimensions Order number
PR6130/08  Plastic Cable junction box  for all industrial applications, max. 8 load cells 250 x 180 x 90mm 9405 361 30081
PR6130/04  Cable junction box Aluminium, grey painted, IP 68, for all industrial 175x 80 x 57mm 9405 361 30041
applications, max. 4 load cells
PR6130/64  Stainless steel material stainless steel 1.4301, IP 68, IP 69K, 195 x 114 x 59mm 9405 361 30642
cable junction box for all industrial, intrinsically safe and W &M applications,
max. 4 load cells
PR6130/68  Stainless steel material stainless steel 1.4404, IP 68, 200 x 160 x 60mm 9405 361 21682
cable junction box for all industrial, applications, max. 8 load cells
PR6135 Extension cable for all applications, grey D =9mm 9405 361 35..2
PR6135/.A  Extension cable, armoured  for all applications, grey D =13mm 9405 361 35..9
PR6136 Extension cable for intrinsically safe applications, blue D=11Tmm 9405 361 36.. 2
PR6136/..A  Extension cable, armoured  for intrinsically safe applications, blue D=13mm 9405 361 36..9
Type Description Dimensions Order number
PR6007/00N Mounting kit material St37, zinc plated, yellow chromated 9405 360 07001
PR6007/00S Mounting kit material 1.4301 9405 360 07002
PR6007/00N+S

Dimensions in mm
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